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Missouri Department of Natural Resources
West Fork Tebo Creek - WBID 1292

Water Chemistry Data, 2000-2007

org | site | Site Name | vr |mo|Dy| Time|H|Flow| ¢ | Do | pH [ sc | NH3N | soa [ cI [soa+ci
MDNR  1292/1.8 W. Fk. Tebo Creek at Cnty Rd. 2000 8 4 13259 0.4 7.8 1880
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2001 4 5 411 17 97 79 822 002499 328 8 33
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2001 4 26 9 17 20 8.3 1700 795 8 803
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2001 6 13 23 74 7.8 1470 611 499 616
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2001 7 24 31 81 7.8 1680 873 7 880
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2001 8 14 1345 25 8.1 1770 802 9 811
MDNR  1292/1.8 W. Fk. Tebo Creek at Cnty Rd. 2001 9 5 25 82 7.8 683 848 7 855
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2001 10 3 1030 14 68 7.7 1856 845 7 852
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2001 11 26 14 7.8 1680 856 7.72 864
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2001 11 27 6 82 490 926 134 106
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2001 11 30 4 124 81 1960 915 8 923
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2002 1 9 1410 1 124 81 2180 963 8 o971
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2002 3 13 1230 10 138 84 1375 630 14 644
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2002 6 5 21 88 8.1 1680 887 75 895
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2002 6 19 24 85 75 1340 600 8 608
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2002 10/ 2 1200 22 62 79 1890 1030 8 1038
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2002 11 20 1130 7 89 7.3 2250 1140 8 1148
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2004 6/ 16 1040 23 62 7.8 1090 469 9 478
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2004 11 9 1410 11 104 7.8 1366 651 9 660
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2005 5 12 1400 237 93 7.9 1890 956 8 964
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2005 12 6 1120 06 127 7 2520 1230 9 1239
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2006 6 6 1330 25 84 7.8 1213 818 937 827
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2006 9 21 1320 480 732 487
MDNR  1292/1.8 W.Fk. Tebo Creek at Cnty Rd. 2007 6 13 1010 23 68 7.8 1900 944 8 952
MDNR  1292/4.0 'W.Fk. Tebo Creek Nr. Lewis 2003 4 23 1020 15 123 7.8 1745 929 13 942

The water quality standard for protection of aquatic life for sulfate plus chloride is 1000mg/L. The Listing Methodology Document allows
a water to be judged as impaired if measurements on 10 percent of the days fail to meet the water quality standard. Three of 25

samples exceeded the standard, or 12.5 percent. The binomial probability is .236. Since this probability is more than the minimum
allowable type one error rate of 0.1, this water is judged to be unimpaired by sulfate plus chloride.

A Total Maximum Daily Load for sulfate and pH for West Fork Tebo Creek was approved by EPA in 2004.
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